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Model Number 17006
CAT 5E

COMMUNICATIONS CABLE DNACATDISOBE

CAT. 5E 2

NJ ¥N) INNI nN*''OX

Wire:
Copper
Conductor
; HDPE
P1 Insulation core.
by PET P1: White-Blue/Blue
v
P2: White-Orange/Orange
Aluminum _
Foil P3: White-Green/Green
P2 | ) P3 Jacket P4: White-Brown/Brown
® Drain Wire

° Rip Cord
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Specifications:

Product CAT 5E

Model 17006
Structure Structure A
Structure AWG AWG | 244# (1/24)
Conductors Material --- | Solid Bare Copper
Diameter mm | @ 0.50+/-0.008
Material --- | HDPE
Insulation Diameter mm | @ 1.00+/-0.05
Average Thickness mm | 0.25+/-0.05
Shielding1 Type R
Direction --- | S
Assimbly
No. of Insulations Pair |4
Shielding?2 Material --- | Al-Foil Screneed
Drain wire Shield ---- | 2.6AWG. TC
Material ---- | PVC
Diameter ---- 1 @6.1+/-0.3
Jacket
Average Thickness mm | 0.6+/-0.1
Flame Rate -——- | ---
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Cable under the minimum tension >=400N
Conductor elongation >=15%
Elongation >=13.5Mpa
Jacket After Aging
Tensile Strength >=12.5Mpa
Elongation >=125%
Impedance 1-100MHz 100+15 ( Ohms)
Rated Temperature 75°C
DC Resistance Unbalance(%) Max 2.5
DC Resistance 20°C <93.8 ( Ohms/Km)
Pair-to-Gruond Capacitance Unbalance 330(pF/100M)
Insulation Resistance >5000MQ*Km
Dielectric Strength Dc 2500v 2s
Frequence Min. Nom. Max. Max. Min. Min. Min. Min.
RI [ Dop Skew Next Psnext Acr-F Psacr-F
(Mhz) (Db) (Db/100m) (Ns/100m) Ns/100m) | (Db) (Db) (dB/100M) | (Db/100m)
1 20.0 20 570.0 45.0 65.3 623 63.8 60.8
4 230 4.1 552.0 450 56.3 533 51.8 488
10 25.0 6.5 545.4 45.0 503 473 438 40.8
16 25.0 8.2 543.0 450 472 44.2 39.7 367
20 25.0 9.3 542.1 450 458 428 3738 34.8
31.25 236 11.7 540.4 450 429 399 339 309
62.5 215 17.0 538.6 45.0 384 354 279 24.9
100 201 220 537.6 450 353 323 238 20.8
Note: The above transmission performance for the 100M, 20 + 2 °C under the conditions tested



https://wa.me/97239049004
https://companics.co.il/
mailto:sales@companics.co.il?subject=%D7%9B%D7%95%D7%9E%D7%A4%D7%A0%D7%99%D7%A7%D7%A1%20%D7%AA%D7%A7%D7%A9%D7%95%D7%A8%D7%AA%20%D7%95%D7%90%D7%9C%D7%A7%D7%98%D7%A8%D7%95%D7%A0%D7%99%D7%A7%D7%94%20%D7%91%D7%A2%22%D7%9E

