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( Applicable Scenarios
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Schools Indu.s.t.r al Plazas Tram'/Bus Warehouses Playgrounds
Facilities Stations

Manufggture Stadiums Spqrts Parks Scenic Areas Warehouses
Facilities Stadiums

{

I Built-in 30W amplifier, 100Hz to 18KHz frequency range and 104dB max sound pressure level.
I With IP65 protection rating and well thermal durability.

I Standard PoE (IEEE 802.3af/at) support or External power supply (DC 24V 2A).

I Supports 48K OPUS high-quality audio encoding.

I Compatible with VolIP, SIP devices (IPPBX, IP Phone) via SIP.

I Compatible with IP camera VMS via ONVIF.

I Supports three lines SIP accounts, in which users may register the endpoint in more than one
system for achieving different functionality purposes.

I Support HTTP API for alarm in transmit.

( Specifications

Speaker
‘Speaker component 1x0.75" high frequency +1x 4" full-range driver unit
Ssensitvity 9dB/ MW
‘Max sound pressure level 10488
Amplfer Class D Amplifier
‘Ratedpower DC: 40 30W or PoE: af-40 8W / at-4Q 20W
‘Frequencyrange 100Hz - 18KHz
Coverage Pattem . 135° Optimal distance 50m
Acoustics Moro
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( Specifications

1x RJ45 (PoE)
1x 3-pin 3.81mm Phoenix terminal (Dry Contacts)
1x2-pin 3.81mm Phoenix terminal (Switch)
1x DC Female interface (5.5*2.1)

SIP(RFC3261), HTTP, TCP/IP, SSL, DNS, SNTP, NTP, RTSP,
RTP, RTCP, TCP, UDP, MQTT, ICMP, DHCP, ARP, SSH

Memory 128MB RAM, 256MB Flash
‘Powerinput PoE IEEE802 3af/at standard adaptive or DC 24V-2A
‘Casng ASA
PRang Pes
‘color . ey
Weight 24k¢
Dimension 390x130 x 120 mm (15.35x5.12 x 4.72in)

EN 55032:2015, EN 55035:2017, EN 61000-3-2:2014,
EN 61000-3-3:2013, EN 62368-1:2014+A11:2017,
FCC Pat 15B ,IP65
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